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This study presents electrochemical preparation and characterization of PtRu-modified Cu/
Ni/NiZn electrodes (Cu/Ni/NiZnePtRu) as cathode materials for alkaline water electrolysis.
The electrodes were characterized using energy dispersive X-ray spectroscopy (EDX),
scanning electron microscopy (SEM) and X-ray diffraction (XRD) techniques. Their elec-
trochemical activities as cathode materials for alkaline water electrolysis were evaluated
with the help of currentepotential curves. The results showed that the PtRu-modified
layers have porous structures with relatively low Pt and Ru chemical compositions. The
modification of the alkaline leached Cu/Ni/NiZn surface by Pt and/or Ru enhances the
electrochemical activity of the electrode. Their catalytic activity depends on the molar
ratios of Pt and Ru; the PtRu binary deposit with the percentage weight ratio of approxi-
mately 56:44 exhibits the highest hydrogen evolution activity among the studied elec-
trodes. The enhanced hydrogen evolution activity of the PtRu-modified electrodes was
related to the porous surface and/or a possible synergistic effect between the metals.
Copyright © 2015, Hydrogen Energy Publications, LLC. Published by Elsevier Ltd. All rights
reserved.Introduction
Fossil fuels are the major part of energy sources consumed on
the world today [1]. However, their combustion products are
causing the global problems, such as the greenhouse effect,
ozone layer depletion, acid rains, and pollution, which are
posing a great danger for our environment and eventually for
the life in our planet [2]. Since the fossil fuel sources are being12/2546; fax: þ90 426 213
rsolmaz01@gmail.com (R
27
y Publications, LLC. Publdepleted it is vital for human to find alternative energy sour-
ces to maintain the current life standards. Many scientists
agree that the solution to these global problems would be to
replace the existing fossil fuel system by the hydrogen energy
system [2e8]. Hydrogen is an intermediary or secondary form
of energy or an energy carrier. Although there are some pro-
duction methods, hydrogen gas can be produced in large
quantities by water electrolysis. The electricity needed for the
electrolysis can be supplied by renewable energy sources such2866.
. Solmaz).
ished by Elsevier Ltd. All rights reserved.
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which are directly proportional to cell voltage, are currently
high. Efforts are being devoted to develop new electrode ma-
terials and reduce the cost of electrolytic hydrogen. Lowering
the cost of electrolytic hydrogen production can be accom-
plished by the reduction of overpotentials of anodic and
cathodic reactions by suitable material choice.
It is generally accepted that the hydrogen evolution reac-
tion (HER) in alkaline solutions takes place through the
following three steps [9e13]:
i) The first step is the primary electron transfer from the
reduction of one water molecule resulting in the formation
of the adsorbed hydrogen on electrode surface (Volmer
reaction).
H2OþMþ e4MH adsð Þ þHO (1)
ii) Either the formation of one hydrogen molecule by
desorption of the surface hydrogen and simultaneous
reduction of one water molecule (Heyrovsky reaction).
MHðadsÞþH2Oþ e4MþHOþH2 (2)
iii) or the formation of one hydrogen molecule by the
combination of two neighboring adsorbed hydrogen
atoms (Tafel reaction).
2MHðadsÞ42 MþH2 (3)
Herein, the strength of MH2O and MeHads interactions
plays a key role in the reaction mechanism and in the rate of
the HER. Both Volmer-Heyrovsky and Volmer-Tafel reaction
mechanisms require the formation and then dissociation of
MeHads bond. The MeH2O interaction should be strong
enough to favor the splitting of water molecule. However, this
effect may render the next steps slower. So, the MeH inter-
action should not be so strong as to hinder hydrogen
desorption. Hence, a cathode material should balance be-
tween the reactions (i) and (ii)/(iii) [13e16]. However, except
noblemetals (e.g. Pt, Ru, Pd, Ir etc.), othermetals have lowHER
activity. The nickel-based alloys prepared by leaching out the
active component have been reported to be very effective
catalysts for the HER [17e25]. The activities of nickel-based
electrodes have been further increased by co-deposition of
Ni with noble metals [15,26e28].
The noble metals, i.e. Pt, Ir, Pd, Ru, are regarded as ideal
catalysts for the electrochemical production of hydrogen due
to their high electrocatalytic activity, low overpotential, and
good electrochemical stability [27e36]. However, the com-
mercial applications of the noble metals are limited due to
their high cost and low abundance [36,37]. Considering the
above facts, the main aim of material science employed inhydrogen systems is reducing the amount of noble metals in
electrode materials and increasing their electrocatalytic ac-
tivity or at least keeping the same level of efficiency [38e42].
The search for new methods to reduce the amount of plat-
inum group metals for the HER catalysis has been a topic of
current interest [30,31,37,43e49]. The supporting materials
with high surface area are essential for reducing the amount
of precious metals. Recently, we have reported some porous
substrates for the deposition of noble metals [28,29,50e52].
In this study, Raney-type NiZn coatings were modified by
binary PtRu deposits with the various metal ratios and char-
acterized with various techniques. The electrodes were tested
as cathode materials for the alkaline water electrolysis.Experimental
The composite coatings were prepared on copper specimens,
which were cut from a cylindrical rod to a length of 5 cm and
coated with polyester block except a surface area of 0.283 cm2
which was exposed to the electrolyte. Before electrodeposi-
tion, the surface of copper was abraded with emery papers
(320e1000 grain sizes), then washed with distilled water,
thoroughly degreased with acetone, washed once more with
distilled water and immediately immersed into the deposition
baths.
The preparation of electrodes consists of two steps; (i) the
preparation of porous Cu/Ni/NiZn electrode, and (ii) the
modification of the porous layer by the noble metals. The
procedures applied for the preparation of electrodes are
summarized in Scheme 1. Table 1 shows the chemical com-
positions of the deposition baths. All the deposition baths
were prepared and stored as stock solutions. The electro-
chemical deposition was performed by applying a constant
current density using a potentiostate-galvanostate instru-
ment with a three-electrode configuration. During the elec-
trodeposition, a nickel (for Ni andNiZn depositions) or a Pt (for
noblemetal depositions) electrodes were used as the auxiliary
electrodes. The reference electrode was an Ag/AgCl electrode.
As it is summarized in Scheme 1, the preparation of the Ni/
NiZn composite coating contains two steps: (i) Firstly, the
copper electrode was immersed into the nickel plating bath as
cathode and a constant 50 mA cm2 current density was
applied to the electrolysis system for 585 s in order to obtain a
thin nickel underlayer (Cu/Ni, ~10 mm thickness). It was re-
ported that [25], a thin Ni under layer enhances the corrosion
resistance of electrodes. (ii) Then, zinc solution was started to
put drop into the same nickel bath from a burette at approx-
imately 1 drop per 2 s. After starting zinc solution dropping,
50 mA cm2 current density was continued to apply for 2300 s
(~40 mm thickness). In this way, more adherent NiZn deposits
were obtained on the previously nickel-modified copper (Cu/
Ni/NiZn). The similar procedure was applied in literature to
obtain NiMoZn deposits [22]. The thicknesses of the coatings
were theoretically calculated through the deposition charge
taking into account the current efficiency is 100%, and
neglecting the pore volume [53].
The Cu/Ni/NiZn electrodes were rinsed with distilled water
in order to remove residues of bath chemicals and unattached
particles. Then, the electrodes were alkaline leached in
Scheme 1 e Schematic representation of electrode preparation.
Table 1 e The chemical composition the deposition baths.
Deposits Bath composition
Ni 0.1068 M NiSO4.7H2Oþ 4.2 mM NiCl2.6H2Oþ 20.22 mM H3BO3
Zn 5.34 mM ZnSO4.7H2Oþ 0.21 mM ZnCl2þ 20.22 mM H3BO3
Pt 1.45 mM K2PtCl6þ 0.1 M KCl
Ru 2.79 mM RuCl3.H2Oþ 0.1 M KCl
PtRu1 1.0875 mM K2PtCl6þ 0.6975 mM RuCl3.H2Oþ 0.1 M KCl
PtRu2 0.725 mM K2PtCl6þ 1.395 mM RuCl3.H2Oþ 0.1 M KCl
PtRu3 0.3625 mM K2PtCl6þ 2.0925 mM RuCl3.H2Oþ 0.1 M KCl
i n t e rn a t i o n a l j o u r n a l o f h y d r o g e n en e r g y 4 1 ( 2 0 1 6 ) 1 4 3 2e1 4 4 014341 MNaOH and 30% NaOH solutions according to the published
procedure [23,25]. The electrodes were carefully rinsed with
distilledwater once again and transferred into the noblemetal
deposition baths. Finally, the porous Cu/Ni/NiZn electrodes
were modified by electrodeposition of the noble metals inorder to enhance their HER activity. The deposition conditions
are shown in Scheme 1 and Table 1. The electrodes which
were modified by binary noble metals with different metal
ratios were named as Cu/Ni/NiZnePtRu1, Cu/Ni/NiZnePtRu2,
and Cu/Ni/NiZnePtRu3 (Table 1).
i n t e r n a t i o n a l j o u r n a l o f h y d r o g e n en e r g y 4 1 ( 2 0 1 6 ) 1 4 3 2e1 4 4 0 1435The surface morphologies were examined with a SEM in-
strument (Jeol 6510). The mean values of the chemical
composition of the layers and the distribution of some ele-
ments over the surface (EDX dotmapping) were analyzedwith
EDX, which was connected to the SEM instrument. X-ray
diffraction analysis (XRD) was performed with a Rigaku Ul-
tima 4 machine using a Cu Ka radiation. XRD patterns were
recorded between a 2q range of 20e100 with a step size of
0.01.
The electrochemical measurements were performed using
a computer-controlled CHI Electrochemical Analyzer. A
double-walled-one-compartment cell with a three-electrode
configuration was used in the electrochemical tests. The
auxiliary and reference electrodes were a platinum sheet
(with 2 cm2 total surface area) and an Ag/AgCl, respectively. In
this study all potential values were given versus this reference
electrode. Before electrochemical measurements, the poten-
tial of working electrode was held at 1.80 V (vs. Ag/AgCl) for
30 min in order to reduce the possible spontaneously formed
oxides on the electrode surface and obtain a reproducible
electrode surface. Then, the currentepotential curves were
potentiodynamically obtained as described previously [54]. All
electrochemical measurements were repeated at least three
times.
The hydrogen evolution activities of the electrodes were
tested in 1 M KOH solution at 298 K. For each experiment,
newly prepared electrodes and solutions were used. All the
chemicals were analytical purity and used without further
purification.Results and discussion
Characterization
Fig. 1 shows the SEM images of the Cu/Ni/NiZn surfaces before
and after the alkaline leaching as well as those of noblemetal-
modified porous electrodes. The magnified images were also
given on the corresponding micrographs as insets. From the
SEM images, it can be seen that an adherent and compact
NiZn layer forms on the substrate (Fig. 1a inset, before
leaching). However, as it is clearly shown in Fig. 1a, the alka-
line leaching of Zn from the surface leads to formation of
numerous crack and pore structures, which are suitable for
the HER [29].
Both Pt (Fig. 1b) and Ru (Fig. 1c) individual deposits almost
uniformly dispersed on the layer. The appearances of surface
structures of PtRu binary deposits are between the structures
of Pt and Ru, individually and the metal particles are evenly
homogenously distributed over the surface of the Raney-type
NiZn layer (Fig. 1def). It can be seen that binary PtRu-modified
surfaces have porous and high-quality surface; that of Cu/Ni/
NiZnePtRu1 has the best among them.
The representative EDX spectrum of the Cu/Ni/NiZneP-
tRu1 surface is shown in Fig. 2. The average of percent metal
ratios (wt.%) are given in Table 2. The data given in Table 2
correspond to the entire surface of the electrodes, and the
results are average of two-to-four repetitions. As it can be seen
from Table 1, the Zn content of the surface reduces consid-
erable after exposing to 30% NaOH solution. Fig. 2 and Table 2show that all the precious metal catalysts are successfully
deposited over the porous NiZn surface. The Pt and Ru con-
tents of the PtRu binary composites range from 4.1% to 6.2%
and are lower than those of Ni and Zn.
To further examine chemical composition of the surfaces,
the distribution of Pt and Ru elements over the Cu/Ni/
NiZnePtRu1 surface (EDX dot mapping) was determined and
the data obtained are given on Fig. 2. The changes of Pt and Ru
elements through a line were also obtained and given on the
same figure. The EDX dot mapping of the deposit clearly
shows that Pt (blue zones) and Ru (purple zones) as well as Ni
and Zn evenly distributed over the layer. No local Ni, Zn, Pt or
Ru enrichment could be detected on specific zones.
The structural analysis of the PtRu1-modified layer was
investigated with XRD using the Rietveld refinement method.
Fig. 3 shows the related XRD pattern of the deposit. XRD data
showed that the layer has highly crystalline structure and
composed of NiZnPtRu alloy. Ni, Zn, Pt and Ru elements have
(111), (101), (200) and (101) orientations, respectively (details
were not given here). Taking into account the alloy structure,
it can be said that (111) orientation is dominant in the crys-
talline structure. In general, XRD data are in good agreement
with the data of EDX.
Hydrogen evolution activity
The cathodic currentepotential curves (Eei) of the electrodes
were performed in 1 M KOH solution, and the data recorded
are presented in Fig. 4a. As a reference point, the same ex-
periments were also performed for the nickel-coated copper
electrode (Cu/Ni). In order to determine the kinetic parame-
ters, the corresponding Tafel curves (E-logi) were presented in
Fig. 4b. Current densities at 1.250 V(Ag/AgCl) (i1.250),
cathodic Tafel slopes (bc), charge transfer coefficients (a), ex-
change current densities (io) and overpotentials at
100 mA cm2 cathodic current density (h100) were determined
from the corresponding curves and are given in Table 3.
As it is seen from Fig. 4 and Table 3, the Cu/Ni electrode has
the lowest hydrogen evolution activity. The hydrogen evolu-
tion starts at a lower overpotential at the alkaline leached Cu/
Ni/NiZn electrode. Moreover, as it is seen from Fig. 4a, the
modification of porous NiZn surface by the Pt or Ru leads to
enhancement in the electrode activity. The Pt-modified Cu/Ni/
NiZnePt electrode exhibits better hydrogen evolution activity
most probably due to the well-known good intrinsic catalytic
activity of Pt. The hydrogen evolution activity of the binary
PtRu composites depends on their chemical compositions.
The Cu/Ni/NiZnePtRu1 exhibits the lowest onset potential for
the HER with the highest current density at a fixed potential,
1.250 V(Ag/AgCl), which is directly proportional to the rate of
the hydrogen evolution (Table 3). The i0 values, which can be
directly taken as a measure of the catalytic activities [13], are
considerably higher at the noble metal-modified electrodes.
The i0 of PtRu1-modified electrode was 5.3 and 9.4 times
higher than those of the Pt and Ru-modified electrodes,
respectively. However, the PtRu3-modified electrode has
lower hydrogen evolution activity than those of Pt and Ru-
modified electrodes (Table 3), which could be related to its
surface structure or intrinsic activity (Fig. 1e). Surely, the
contribution of the real surface area of the electrodes cannot
Fig. 1 e The SEM images of Cu/Ni/NiZn surface before etching (inset in Fig. 1a), after alkaline leaching (a). Cu/Ni/NiZnePt (b),
Cu/Ni/NiZneRu (c), Cu/Ni/NiZnePtRu1 (d), Cu/Ni/NiZnePtRu2 (e) and Cu/Ni/NiZnePtRu3 (f) surfaces (Mag:£1.000): Insets
shows the related magnified mages (Mag: £10.000).
i n t e rn a t i o n a l j o u r n a l o f h y d r o g e n en e r g y 4 1 ( 2 0 1 6 ) 1 4 3 2e1 4 4 01436be ignored. Although the transfer coefficients are nearly the
same (around 0.5), the intrinsic activities of Pt and Ru are
different. So, the roughness factor cannot be calculated from
data of current potential curves [19,55].
As it is seen from Table 3, the overpotentials at
100 mA cm2 current density are reduced at the noble metal-
modified electrodes depending on the chemical composition.
The reduction of overpotential at PtRu1 modified electrode is
130 mV with respect to the Cu/Ni/NiZn electrode.
The rate determining step of multi-step reactions depends
on the charge transfer coefficient (a), and symmetry factor, b.
If a ¼ b is very close to the 0.5, the Volmer reaction (Eq. (1)) is
rate determining step [56,57]. The Tafel slopes of the elec-
trodes were between 93 and 132 mV dec1 which are close to
the theoretical value of 118 mV dec1, and the a values were
very close to 0.5 suggest that the Volmer stepmust control the
HER at these electrodes [58e62]. The electrochemicalmodification of the porous NiZn surface by the binary PtRu
deposits does not change the hydrogen evolutionmechanism.
The currentepotential curves show a typical Tafel behavior
indicates that the HER is kinetically controlled [56,58,63].
As it is shown in Eq. (1), the Volmer step in the mechanism
of the HER involves the adsorption of water molecules to
produce the intermediate MeHads. So, it can be concluded that
the surface modification of the porous Cu/Ni/NiZn electrode
by Pt and/or Ru should enhance the adsorption of water
molecules on the surface, which increases the surface
coverage by the hydrogen. As a consequence, the hydrogen
evolution is accelerated [12,15]. According to published liter-
ature, Pt exhibits good catalytic activity for the HER because of
its intermediate MH bonding strength [13,37]. The improve-
ment of catalytic activity of the composite systems is gener-
ally attributed to synergism or the surface structures
[59,64e66]. So, the high HER activity of the PtRu-modified
Fig. 2 e The distribution of metals (EDX dot mapping) over
the surface (that was given on Fig. 1d), the change of Pt and
Ru elements through a line over the surface (that was given
on Fig. 1d as inset) and EDX spectrum of Cu/Ni/NiZnePtRu1
electrode.




Ni (wt.%) Zn (wt.%) Pt (wt.%) Ru (wt.%)
aCu/Ni/NiZn 25.1 74.9 e e
Cu/Ni/NiZn 64.5 35.5 e e
Cu/Ni/NiZnePt 66.8 24.7 8.5 e
Cu/Ni/NiZneRu 52.2 37.4 e 10.4
Cu/Ni/NiZnePtRu1 51.8 38.8 5.3 4.1
Cu/Ni/NiZnePtRu2 52.0 38.7 4.7 4.8
Cu/Ni/NiZnePtRu3 50.2 39.2 4.4 6.2
a Before alkaline leaching.
Fig. 3 e XRD diffractogram of Cu/Ni/NiZnePtRu1 electrode.
Fig. 4 e The currentepotential curves (a) and Tafel plots (b)
of the electrodes.












Cu/Ni 0.37 93 0.64 0.012 350
Cu/Ni/NiZn 40.0 97 0.61 0.31 236
Cu/Ni/NiZnePt 212.3 120 0.49 4.05 164
Cu/Ni/NiZneRu 133.0 119 0.50 2.30 189
Cu/Ni/NiZnePtRu1 493.3 132 0.45 21.59 106
Cu/Ni/NiZnePtRu2 395.8 120 0.49 10.48 131
Cu/Ni/NiZnePtRu3 121.2 124 0.48 2.05 216
i n t e r n a t i o n a l j o u r n a l o f h y d r o g e n en e r g y 4 1 ( 2 0 1 6 ) 1 4 3 2e1 4 4 0 1437NiZnePtRu coatings can be related to the porous surface and
well-known good intrinsic catalytic activity of Pt and Ru. The
synergistic interactions between the metals are also possible.
Although the HER activity of the Cu/Ni/NiZn is lower than
those reported in the literature for the similar coatings, NiZn
[18,67], the results obtained showed that the modification of
the Raney NiZn coatings by the noble metals can improve
their catalytic activity. The hydrogen evolution activity of the
NiZn deposits is strictly depends on the deposition conditions
[17,18,68,69]. Because it is not the main aim of the present
study, herein, the optimization studies of the NiZn coatings
were not performed for the HER. The activity of the Cu/Ni/
i n t e rn a t i o n a l j o u r n a l o f h y d r o g e n en e r g y 4 1 ( 2 0 1 6 ) 1 4 3 2e1 4 4 01438NiZnePtRu1 is higher than FeePePt [26], Pd-modified porous
CoZn [52] and Pt-modified porous CoZn [50] coatings but lower
than those reported for porous Ni modified by spontaneous
deposition of Ru and Ir [44].Conclusions
The Raney-type porous NiZn layers were prepared and
modified by the PtRu binary composites. The modified elec-
trodes were tested as cathode materials for the HER using
electrochemical techniques. It was found that the coatings
have porous structures. The alkaline leached Cu/NiZn elec-
trode has good electrocatalytic activity towards the HER.
Moreover, the deposition of small amounts of Pt, Ru and PtRu
binary composites over the NiZn layer enhancesmarkedly the
hydrogen evolution performance of the electrode. The Cu/Ni/
NiZnePtRu1 electrode has the best activity toward the HER
among the tested electrodes. The high HER activity of the
PtRu-modified electrodes was related to their porous surface,
good intrinsic catalytic activity of Pt and Ru as well as the
synergistic interaction between the metals.
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hydrogen energy system. Energ Convers Manage
2008;49:1820e31.
[3] Veziroglu TN, Barbir F. Hydrogen: the wonder fuel. Int J
Hydrogen Energy 1992;17:391e404.
[4] Barbir F, Veziroglu TN, Plass Jr HJ. Environmental damage
due to fossil fuels use. Int J Hydrogen Energy 1990;15:739e49.
[5] Contreras A, Yigit S, €Ozay K, Veziroglu TN. Hydrogen as
aviation fuel: a comparison with hydrocarbon fuels. Int J
Hvdrogen Energy 1997;22:1053e60.
[6] Momirlana M, Veziroglu TN. The properties of hydrogen as
fuel tomorrow in sustainable energy system for a cleaner
planet,. Int J Hydrogen Energy 2005;30:795e802.
[7] Bokris JO’M, Veziroglu TN. A solar-hydrogen economy for
U.S.A. Int J Hydrogen Energy 1983;8:323e40.
[8] Lutfi N, Veziroglu TN. A clean and permanent energy
infrastructure for Pakistan: solar-hydrogen energy system,.
Int J Hydrogen Energy 1991;16:169e200.
[9] Oliver-Tolentino MA, Arce-Estrada EM, Cortes-Escobedo CA,
Bolarin-Miro AM, Jesus FS-D, Gonzalez-Huerta RG, et al.
Electrochemical behavior of NixW1x materials as catalyst for
hydrogen evolution reaction in alkaline media. J Alloy
Compd 2012;536S:S245e9.[10] Abdel-Karima R, Halima J, El-Raghya S, Nabila M, Waheed A.
Surface morphology and electrochemical characterization of
electrodeposited NieMo nanocomposites as cathodes for
hydrogen evolution. J Alloy Compd 2012;530:85e90.
[11] Jafarian M, Azizi O, Gobal F, Mahjani MG. Kinetics and
electrocatalytic behavior of nanocrystalline CoNiFe alloy in
hydrogen evolution Reaction. Int J Hydrogen Energy
2007;32:1686e93.
[12] Wu G, Li N, Dai CS, Zhou DR. Electrochemical preparation
and characteristics of NieCoeLaNi5 composite coatings as
electrode materials for hydrogen evolution. Mater Chem
Phys 2004;83:307e14.
[13] Rosalbino F, Maccio D, Angelini E, Saccone A, Delfino S.
Electrocatalytic properties of FeeR (R ¼ rare earth metal)
crystalline alloys as hydrogen electrodes in alkaline water
electrolysis. J Alloy Compd 2005;403:275e82.
[14] Navvaro-Flores E, Chong Z, Omanovic S. Charactaerization of
Ni, NiMo, NiW and NiFe electroactive coatings as
electrocatalysts for hydrogen evolution in an acidic medium.
J Mol Catal A Chem 2005;226:179e97.
[15] Angelo ACD. Electrocatalysis of hydrogen evolution reaction
on Pt electrode surface-modified by S2 chemisorption. Int J
Hydrogen Energy 2007;32:542e7.
[16] Bian X, Zhu J, Liao L, Scanlon MD, Ge P, Ji C, et al.
Nanocomposite of MoS2 on ordered mesoporous carbon
nanospheres: a highly active catalyst for electrochemical
hydrogen evolution,. Electrochem Commun 2012;22:128e32.
[17] Hitz C, Lasia A. Experimental study and modeling of
impedance of the her on porous Ni electrodes. J Electroanal
Chem 2001;500:213e22.
[18] Hu C-C, Tsay C-H, Bai A. Optimization of the hydrogen
evolution activity on zinc-nickel deposits using experimental
strategies. Electrochim Acta 2003;48:907e18.
[19] Karimi Shervedani R, Lasia A. Evaluation of the surface
roughness of microporous NieZneP electrodes by in situ
methods. J Appl Electrochem 1999;29:979e86.
[20] Hu H, Qiao M, Pei Y, Fan K, Li H, Zong B, et al. Kinetics of
hydrogen evolution in alkali leaching of rapidly quenched
NieAl alloy. Appl Catal A Gen 2003;252:173e83.
[21] Ananth MV, Parthasaradhy NV. Hydrogen evolution
characteristics of electrodeposited NieZneFe coatings in
alkaline solutions. Int J Hydrogen Energy 1997;22:747e51.
[22] Crnkovic FC, Machado SAS, Avaca LA. Electrochemical and
morphological studies of electrodeposited NieFeeMoeZn
alloys tailored for water electrolysis. Int J Hydrogen Energy
2004;29:249e54.
[23] Solmaz R, D€oner A, S‚ ahin _I, Yüce AO, Kardas‚ G, Yazıcı B, et al.
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